
Step-By-Step Guide For Your Satellite Dish Realignment 

 

Step 1: Download the PDF for your decoder model and have it available. Watch the video presentation 
on Dish alignment.  

Step 2: Follow PDF instructions and change settings on decoder according to your model. 

Step 3: Acquire tools (marker/screwdrivers/wrench/compass or download compass App to 
smartphone).  Have a ladder ready if you need one at your location.   

Step 4: Mark current position of all components, LNB/horizontal position/vertical position of dish. 

Step 5: Loosen screws and turn LNB to the correct numerical value from PDF or website and then 
tighten.  

Step 6:  Loosen bolts and move dish to the vertical numerical value indicated on PDF, keeping bolts 
slightly loose. 

Step 7 Standing directly in front of, or behind dish, find azimuth (horizontal) according to compass or 
compass App. 

Step 8: Identify a landmark, such as a building/tree/ chimney. 

Step 9: Loosen screws, move dish horizontally so it points directly to landmark. 

Step 10: Have helper watching signal.  When signal quality/level begins to get stronger keep moving dish 
until it begins to get weaker, move dish in the opposite  direction to maximize signal.  

Step 12: Now move dish vertically again.  In the same manner, have helper shout when signal is 
stronger, when signal becomes weaker move in the other direction to maximize.  Get maximum signal 
and signal Lock.  

Step 13:  Have helper get out of set up menu and go to programming.  

Step 14: Tune in “DoD News Channel.” If you are receiving, you have correctly aligned dish.  Check other 
channels. If you do not get the other channels, it is a registration problem and you must call the 24/7 
help desk number posted on MYAFN.NET 

Step 15:  I you have a good signal, lock everything down, you are finished.  

Step 16: If you did not get a signal, return all components to the original positions and change decoder 
settings back to original. 

Step 17: Try again later or hire a professional. 


